**Locked mode and disruption in JET-ILW**

S.N. Gerasimov¹, P. Abreu², G. Artaserse³, P. Buratti³, I.S. Carvalho⁴, E. de la Luna⁴, T.C. Hender¹, R.B. Henriques², P.J. Lomas¹, E. Matveeva⁵,⁶, S. Moradi⁷, L. Piron⁸, F.G. Rimini¹, G. Szepesi¹, L.E. Zakharov⁹,¹⁰,¹¹ and JET Contributors¹

EUROfusion Consortium, JET, Culham Science Centre, Abingdon, OX14 3DB, UK

¹ CCFE, Culham Science Centre, Abingdon, Oxon, OX14 3DB, UK
² Instituto de Plasmas e Fusão, Instituto Superior Técnico, Universidade de Lisboa, Portugal
³ ENEA for EUROfusion, via E. Fermi 45, 00044 Frascati (Roma), Italy
⁴ Laboratorio Nacional de Fusión, CIEMAT, 28040 Madrid, Spain
⁵ Charles University, Faculty of Mathematics and Physics, Prague, Czech Republic
⁶ Institute of Plasma Physics of the CAS, Prague, Czech Republic
⁷ Laboratory for Plasma Physics - LPP-ERM/KMS, Royal Military Academy, 1000-Brussels, Belgium
⁸ Università di Padova and Consorzio RFX, Corso Stati Uniti 4, 35127, Padova, Italy
⁹ LiWFusion P.O. Box 2391, Princeton NJ 08543, USA
¹⁰ Department of Physics, University of Helsinki, P.O. Box 43, FIN - 00014, Finland
¹¹ Department of Plasma Physics, National Research Nuclear University MEPhI, 115409, Moscow, RF

E-mail: Sergei.Gerasimov@ukaea.uk

An \( n = 1 \) locked, or slowly rotating, mode has been observed in most pulses prior to JET disruptions. However, a small fraction of non-disruptive pulses has a locked mode which eventually vanishes without disruption. Despite these exceptions the locked mode amplitude is routinely used as a trigger for the JET disruption protection system. There are two threshold levels of locked mode: (i) if locked mode amplitude exceeds the “low” threshold level, the emergency pulse shutdown is activated; (ii) if the locked mode amplitude exceeds the “high” threshold level, the massive gas injection (MGI) is triggered to terminate the pulse because the plasma is at high risk of disruption, and so it is necessary to mitigate disruption damage to the vessel and the Plasma Facing Component (PFC). On JET, four vessel octant data consisting of 18 pick-up coils and 14 saddle loops can be used to calculate the locked mode amplitude and phase. The coils measure tangential to the vessel poloidal magnetic field (\( B_p \)) and saddles normal to the vessel field (\( B_n \)). The \( n = 1 \) locked mode amplitude and phase are calculated either from a subset of the four pick-up coils or the four saddle loops located in the identical poloidal location. An \( n = 2 \) locked mode was observed in a few exceptional pulses prior to disruption, in that case the amplitude and phase are calculated from 8 octant saddle measurements in the middle plane at the low toroidal field side. For the monotonic plasma current profile, the O-point of the tearing mode island corresponds to a reduction of the measured tangential poloidal field. ECE data, when they are valid, are used to study a locked mode evolution during 2011-16 JET-ILW operation. The O-point of the locked mode has a preferred toroidal phase dwelling mainly in octants 4 and 5, which manifest in the machine toroidal asymmetries. The fact the locked mode exists for a long time prior to disruptions suggests other physics could be involved in finally triggering the disruption.

*This work has been carried out within the framework of the EUROfusion Consortium and has received funding from the Euratom research and training programme 2014-2018 and 2019-2020 under grant agreement No 633053 and from the RCUK Energy Programme [EP/P012450/1]. The views and opinions expressed herein do not necessarily reflect those of the European Commission.*